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DIPARTIMENTO DI
SCIENZE MATEMATICHE E INFORMATICHE
SCIENZE FISICHE E SCIENZE DELLA TERRA

MODULO DI ACQUISTO BENE O SERVIZIO

Al Direttore del Dipartimento

Messina, i 21/03/2019

Il sottoscritto Salvatore Distefano, in qualita di responsabile scientifico unita UniMe del progetto di
ricerca IoTOpen.eu' per lo svolgimento dei compiti istituzionali legati ad attivita di ricerca, Chiede, di
acquistare il/i seguente/i bene/i o servizio/i:

Materiale per equipaggiare laboratorio a distanza per il Progetto IoT-Open.eu, di cui descrizione
dettagliata nel file allegato

esporre le seguenti motivazioni (obbligatorie) per 'acquisto:
1l progetto IoTOpen.eu prevede tra i tre obiettivi principali la realizzazione di un laboratorio a
distanza (1I03).

1l materiale da acquistare servira per equipaggiare il nodo UniMe del laboratorio a distanza

1oTOpen.eu come negli obiettivi dello stesso.

Richiede di acquisire il seguente bene/servizio il cui prezzo complessivo presunto (IVA
esclusa) e :

Q.ta Descrizione Caratteristiche tecniche Prezzo unitario presunto
dettagliate al netto di IVA
‘: [ Allegare capitolato tecnico se esistente
i

L1

E | | |
Spese trasporto l

La spesa gravera sui fondi: IOTOPEN:EU

1l cui responsabile scientifico & il Prof. Salvatore Distefano

[ Il Richiedente l 1l Titolare dei Fondi

\ Prof Salvatme/f\a}no \ Prof Salvatormgo/ J

1Es. Titolare di Progetto di ricerca, responsabile scientifico Progetto di ricerca.




Prezzo
Nome Caratteristiche tecniche Descrizione stn.nat.o No 3
unitario | unita
. (euro)
___Marca . DSD TECH o} S|mlle
Peso arttcaio 9,07 g '
Modulo Bluetooth HC-05 ‘,.D“"e"s“’“‘ prodotto  28x1,5x03cm 8,49 1
Numero modelio HC-05
“ ‘amoolo
Tipo wsreiess Bluetooth
Maa, AZDelivery o simile
Pesa amcoio - 18149
“_Dtmeys‘spm dei co!io 8,6x6x0,6cm
"‘V’ererfmento produttore AZDeIuverySPIReader
SD card reader module - Numero articolo AZDellverySPIReader - 6,49 1
Tipologia di memona EEPROM
et
Dzmeﬂs;om Hard~Disk_ ] 92 TB
tnterfaccia Hard-Disk USB
‘v"Marca AZDellveryo sumlle
Modelo AZDelivery NEO GPS
. Peso amcme » 18,1 9
. Dlmgnvssom‘ gtel golio 11 X 7 8 x 1 cm »
~ Numerc modelio AZDehvery NEO GPS
Neo-6M GPS module articolo. ‘ ‘ 15,99 1
v'”Numero amcoio ‘ WAZDehvery NEO GPS -
Tipologia di memona EEPROM
i Computer e
Dimensioni HerdDisk 9278
Interfaccia Hard-Disk  USB
~ SIM800L GPRS Modulo GSM con antenna via cavo
- Quad-band 850/900/1800 / 1900MHz
- Utilizzato in progetti basati GSM, GPS progetti basati su
progetti di Robotica, 0 8051 progetti basati / AVR / ARM/ PIC/
Arduino / Raspberry-pi
- GPRS connettivita multi-slot Class12: max. 85.6kbps (down-
load / up-load)
. - GPRS classe stazione mobile B
Modulo sim800l _ Controllato da AT Command (3GPP TS 27,007, 27,005 g | &
SIMCOM maggiore agli ordini)
- Supporta Real Time Clock
- gamma di tensione di alimentazione 3.4V ~ 4.4V
- Supporta A-GPS
- Supporta 3.0V a 5.0V livello logico
- Basso consumo energetico, 1 mA in modalita sleep
- Dimensioni compatte 23 millimetri x 35mm X 5, 6 millimetri
Mmes = . Mkotikosimle
‘ _kéodéﬁo \ ACGPSA#PDJ?HGAI o
GPS antenna (with SMA |  Peso a&rcolo 118 s - 1
sonneston  Dimensioni prodotto 48 x46x 1.20m_ '
- Numero modello ACGPSA#PDJ?HGAI
articolo




"ACGPSA

SD 8GB card

Marca Kingston o simile

sefie  SDCAIBGBSP Micro SDHC Class 4
e
e i

Numero modello SDC4/8GBSP
 articolo
Numero proces ori 1

 Dimensioni RAM 16384 MB

Tipologia di memoria  EPROM
'c‘qmputer

Vottaggto - 5volt e ————EA T
| ettore di schede MicroSD

5,17

Car USB adapter

Ultra Compact: Turn an unused 12V / 24V outlet in your car into
2 powerful USB charging ports that sit flush to the edge of the
outlet

Optimal Charging: Charge two devices simultaneously at full
speed with 5V 2.4A of dedicated adaptive power output per USB
port

Universal Compatibility: Works with all USB-powered devices
including Android & Apple smartphones & tablets

EntireProtect: Built-in safeguards protect your devices against
excessive current, overheating, and overcharging

8,80

MQ7 sensor

«Specifica con piedini di uscita mikroBUS™
«Sensore MQ-7
-Potenziometro regolabile
+2 ponticelli
«Adatta per alimentatori da 5 V
RoHS

14,98

MQ135 sensor

« Piedini di uscita mikroBUS standard
« Sensore MQ-135
« Potenziometro regolabile
« 2 ponticelli
RoHS

14,98

SDS011 sensor

1. Accurate and Reliable: detection, stable, good consistency;

2. Quick response: response time is less than 10 seconds when the
scene changes;

3. Easy integration: UART output (or 10 output can be customized), fan
built-in;

4. High resolution: resolution of 0.3ug/m3.

Scope of application: PM2.5 Detector - Purifier Air Exchangers -
Filtering system

36,99

PMS7003 sensor

Arduino uno compatibile
Tensione di alimentazione: 5V
Temperatura operativa: —10 ~ + 60
Rilevamento particelle fini PM2.5
RoHS

21,26

Accelerometro
MMA8452

1.95 V to 3.6 V supply voltage

1.6 V to 3.6 V interface voltage

+2g/+4g/+8g dynamically selectable full-scale
Output Data Rates (ODR) from 1.56 Hz to 800 Hz

7,04




12-bit and 8-bit digital output

12C digital output interface (operates to 2.25 MHz with 4.7 kQ
pullup)

Two programmable interrupt pins for six interrupt sources
Three embedded channels of motion detection

Orientation (Portrait/Landscape) detection with set hysteresis
High Pass Filter Data available real-time

Current Consumption: 6 pA — 165 pA

Tmp102 sensor

12-bit, risoluzione 0,0625 ° C
Precisione: 0.5°C (-25°Ca+85°C)
Bassa corrente di riposo
10uA attiva (max)
1uA arresto (max)
1.4V di alimentazione gamma 3.6VDC
interfaccia seriale a due fili
Fori di montaggio 2x
Materiale: Plastica

4,01

Scheda acquisizione
Adalm2000

Two-channel USB digital oscilloscope

Two-channel arbitrary function generator

16-channel digital logic analyzer (3.3V CMOS and 1.8V or 5V
tolerant, 100MS/s)

16-channel pattern generator (3.3V CMOS, 100MS/s)
16-channel virtual digital /O

Two input/output digital trigger signals for linking muitiple
instruments (3.3V CMOS)

Single channel voltmeter (AC, DC, £20V)

Network analyzer — Bode, Nyquist, Nichols transfer diagrams
of a circuit. Range: 1Hz to 10MHz

Spectrum Analyzer — power spectrum and spectral
measurements (noise floor, SFDR, SNR, THD, etc.)

Digital Bus Analyzers (SPI, [2C, UART, Parallel)

Two programmable power supplies (0...+5V , 0...-5V)

131,19

BMP180 sensor

Marca .
 Pespaticole
 Dimensioni del collo

Riferimento produttore 1x BMP180

Numero articolo

AZDelivery o simile o
5x4x0,2cm

1x BMP180

6,99

UFL Mini adapter

SMA connector
RG178 cable
15 cm long

5,39

Cavo USB A maschio / A
maschio

Cavo USB 2.0 a/maschio -a/maschio

Conduttori 2 x awg 28 in rame, connettori pressofusi

Cavo schermato, funzione di ricarica e sincronizzazione con velocita di
Trasferimento fino 480 mbps.

Protezione del cavo con rivestimento in pvc, nero

Taglia 1.80 m

3,15

Alimentatore regolabile

ingresso dell'adattatore: AC 100v~240V 0.25A 50/ OHz, uscita
adattatore: 3V/4,5V/ 5V/I6V/7,5V/9V/12V - MAX 2000 mA.
7 spine cc

13,99

Step Motor 28BYJ-48 con
modulo ULN2003

Step Motor 28BYJ-48
Alimentazione 5V
Modulo controllo ULN2003

2,84

Sensori dth22

Compatibili schede Arduino Uno

Alimentazione a 3-5V

Intervallo di temperatura misurabile -40 to 80°C
accuratezza +0.5°C

Intervallo di umidita misurabile 0-100%

11,94

10




accuratezza 2-5%

Modulo WiFi ESP8266 +
breadboard

Mini modulo Nodemcu Lua witty cloud wifi ESP-
12F ESP-8266
Fotoresistenza integrata

7,49

ModuloWiFi ESP8266 -
Arceli

Maes | ARCElosimie
bcoic  rr T

00165

(esla

Numeroartioolo 00165

10,49

Robot model
Lego mindstorm ev3

processore ARM9

porta USB per connettivita WiFi e Internet
lettore di card Micro SD

pulsanti retroilluminati e 4 porte motore

349,99

Robot controller
LEGO MINDSTORMS EV3
Brick

ARM 9 processor with Linux-based operating system

Four input ports for data acquisition of up to 1000 samples per/sec
Four output ports for execution of commands

On-board program storage including 16 MB of Flash memory and
64 MB of RAM

Mini SDHC card reader for 32 GB of expanded memory
[luminated, three-color, six-button interface that indicates the
brick’s active state

Hi-resolution 178x128 pixel display enabling detailed graph
viewing and sensor data observation

High-quality speaker

On-brick programming and datalogging that can be uploaded into
the EV3 software

Computer-to-brick communication through on-board USB, or
external Wi-Fi or Bluetooth dongles

USB 2.0 host enabling bricks to be linked in a daisy chain, allows
Wi-Fi communication and connection to USB memory sticks
Powered by six AA batteries or the 2050 mAh lithium ion EV3
Rechargeable DC Battery

180,50

Robot motors
LEGO MINDSTORMS EV3
Large Motors

tacho feedback to one degree of accuracy

160-170 RPM

Running torque of 20 N.cm (approximately 30 oz/in)
Stall torque of 40 N.cm (approximately 60 oz/in)
Auto-ID is built into the EV3 software

29,99

Adattore wireless
Netgear N150
EV3 WiFi Dongle

Prestazioni Wi-Fi

N150 (150 Mbps)T

Banda Wi-Fi

2.4 GHz

Caratteristiche

Dimensioni: 60,86 x 18,44 x 8,83 mm (2,40 x 0,73 x 0,35 in)
Peso: 74 g (2.6 0z)

Standard

IEEE™ 802.11 b/g/n da 2,4 GHz
Tecnologia Wi-Fi

802.11n

15,01

FPGA Xilink spartan 6

Voltage: 5V
Module size: 100mm * 63mm
Main chip: Xilinx spartan6 series XCBSLX9-TQG144
Power supply: USB power supply interface, used for power

supply.

27,00




Configuration chip: M25P16 ( 16Mbit ), save the program when
power is off.
Program debug and download interface: 2*7 pin JTAG interface,
used for download program.
2 user LED lights, 1 power LED
A reconfiguration button, a reset button
Self locking button power switch
Extended Interface: 2 2*25-pin interfaces, 2.54mm pitch pins.
The main chip O resources all leads, and on the board marked
clear pin number
All power input and output, all add expensive tantalum
capacitors, all the main chip 3.3V, 1.2V are added 104
capacitors, to ensure the stability of the power supply

FPGA Altera Arduino
compatibile

Physical Dimensions

0.7 inches x 1.7 inches

R

Digital I/O

32 Dedicated Digital Pins

6 Shared Digital with Analog Pins
3.3V Inputs

3.3V Outputs

R

Analog Inputs

6 Analog Pins

3.3v

ADC Performance: 1 MHz
Resolution: 12-bit sustained
Sample Rate: 254k samples/second
R

Memory

Program FLASH: 32 KB

Data Memory SRAM: 2 KB

43,14

FPGA Xilinx Zyng 7000

Tensione di alimentazione di lavoro:

45Vto55V

Strumenti di sviluppo Cl logici programmabili Cora Z7: Zynq-
7000 Dual Core Options for ARM/FPGA SoC Development

117,16

TPS61070

Regolatori a commutazione di tensione Adj 600-mA Switch
PFM/PWM Boost Con

Stile di montaggio:
SMD/SMT
Package/involucro:
SOT-23-Thin-6

Tensione di uscita:
1.8Vto55V

Corrente di uscita:

700 mA

Numero di uscite:

1 Output

Tensione di ingresso MAX:
55V

Topologia:

Boost

Tensione ingresso MIN:
09V

Frequenza di commutazione:
1.2 MHz

Temperatura di lavoro minima:
-40C

1,14




Temperatura di lavoro massima:
+85C
For Battery Size AA
Number of Celis 1
Mount PCB
Type Battery Holder
AA battery holder = 0,49 2
Dimensions 57.2 x 16.4 x 14.8mm
Terminal Contact Type Coil Spring
Body Material PP
Terminal Contact Material Nickel Plated Steel
Chemistry Alkaline
Nominal Voltage 1.5V
Terminal Type Standard
AA alkaline battery 0,55 10
Size AA LRG
Manufacturer Philips o simili
Capacity 2500 mAh
Marca Sony, Duracell o simile
Tipo batteria  Rechargeable battery
Batterie AA NiMH Tecnologia batteria Nichel-Metallo Idruro (NiMH) 3,07 2
Voltaggio della batteria 1,2V
Capacita della batteria 2500 mAh
Marca Samsung o simile
Modello INR18650-25R o simile
Batterie 18650 Tipo batteria Rechargeable battery 559 | 2
Tecnologia batteria Lithium-ion
Voltaggio della batteria 3,6 V
Capacita della batteria 2500 mAh
Marca Surophy o simile
Caricabatterie 4 Slot ModelloKDB-002-DE
Intellicharge per Li-lon / | Peso articolo 426 g
IMR / Ni-MH / Ni-Cd Dimensioni prodotto 16,1 x4,2 X 10,7 cm
18650 26650 22650 gf;::;szséoni display:
18490 18350 17670 Internal resistance 10 .
17500 17335 16340 Charging current
RCR123 14500 10440 AA | Voltage
AAA Batterie AAAA Battery power percentage
Batteria con Display LCD | Charging time J
Battery capacity
: 65 cavetti jumper con spina per breadboard / scheda di
AZKII; t:r eadb&lrfoz prototipazione modulo di alimentazione con adattatore da 3.3V / 7,99
et 5V perfettamente progettato per la breadboard MB102




basetta di prototipazione con 830 contatti

Arduino uno

Microcontroller ATmega328P

Operating Voltage 5V

Input Voltage (recommended) 7-12V

Input Voltage (limit)  6-20V

Digital I/O Pins 14 (of which 6 provide PWM output)
PWAM Digital I/0 Pins 6

Analog Input Pins 6

DC Current per I/O Pin20 mA

DC Current for 3.3V Pin 50 mA

Flash Memory 32 KB (ATmega328P) of which 0.5 KB used
by bootloader

SRAM 2 KB (ATmega328P)

EEPROM 1 KB (ATmega328P)

Clock Speed 16 MHz

LED_BUILTIN 13

Length 68.6 mm

Width 53.4 mm

Weight 25 g

20,00

ARDUINO UNO WIFI
REV2

Microcontroller ATMEGA4809

Operating Voltage 5V

Input Voltage (recommended) 7 - 12V
Input Voltage (limit) 6 - 12V

Digital /O Pins 14 — 5 Provide PWM Output
PWM Digital /0 Pins 5

Analog Input Pins 6

DC Current per I/O Pin20 mA

DC Current for 3.3V Pin 50 mA
Flash Memory 48 KB (ATMEGA4808)
SRAM 6,144 B (A\TMEGA4809)
EEPROM 256 Bytes (ATMEGA4809)
Clock Speed 16 MHz

LED_BUILTIN 25

Length 68.6 mm

Width 53.4 mm

Weight 25 g

38,90

ARDUINO MEGA 2560
REV3

Microcontroller ATmega2560

Operating Voltage 5V

input Voltage (recommended) 7-12V

Input Voltage (limit) 6-20V

Digital /0 Pins 54 (of which 15 provide PWM output)
Analog Input Pins 16

DC Current per /O Pin20 mA

DC Current for 3.3V Pin 50 mA

Flash Memory 256 KB of which 8 KB used by bootloader
SRAM 8 KB

EEPROM 4 KB

Clock Speed 16 MHz

LED_BUILTIN 13

Length 101.52 mm

Width 53.3 mm

Weight 37 g

35,00

Raspberry pi 3plus

Processore: Soc processore Broadcom BCM2837 Quad core

A53 (ARM v8) a 64 bit

Memoria: 1 GB LPDDR2 di SDRAM

Bluetooth: chip Cypress BLE da 2,4 GHz/5,0 GHz IEEE
802.11ac

Ethernet: Gigabit Ethernet su USB 2.0 (300 Mbps max)

35,95




USB: quattro porte USB 2.0

Collegamento: connettore GPIO a 40 pin

HDM!: 1 x dimensione normale

Video: porta display MIPI DSI, porta per macchina fotografica
MIP! CSI e uscita stereo a 4 poli e porta video composito
Multimedia: H.264, decodifica MPEG-4 (1080p30). Codifica
H.264 (1080p30). Grafica OpenGL ES 1.1, 2.0.
Archiviazione: slot per scheda microSD per il caricamento del
sistema operativo e la memorizzazione dei dati

Potenza: connettore USB per 5,1 V/25Ac.c.

Abilitazione POE

Bridge ObdlI-BT
(Bluetooth)

1. Name: OBD2/OBD-I| Bluetooth Diagnostic Code
Reader/Scan Tool

2. Communication Method: Bluetooth V2.0
3. Master Chip: ST

4. Support OS: Android, Symbian, Windows
5. Working Voltage: 9-16v

6. Working Current: 35mA

7. Standby Current: 25mA

8. Operating temperature: -40°C - 85°C

9. Working Humidity: less than 60%

10. Size: 45mm * 25mm * 75mm

14,20

Bridge ObdII-BT (WiFi)

Specifications:

1. Name: OBD2/0OBD-lI Wifi Diagnostic Code Reader/Scan
Tool

2. SSID: Wifi_OBDII

3.1P: 192.168.0.10

4. Port: 35000

5. Communication Method: WIFI

6. Master Chip: ST

7. Support OS: I10S, Android, Symbian, Windows
8. Working Voltage: 9-16v

9. Working Current: 65mA

10. Standby Current: 45mA

11. Operating temperature: -40°C - 85°C

12. Working Humidity: less than 60%

13. Size: 45mm * 25mm * 75mm

14,60

sdcard 64 GB

Scheda SD per Raspberry pi da 64 GB

10

Balenafin dev kit

balenaFin V1.1 - Developer Kit
https://store.balena.io/products/baIenafin-vl-l-O-deveIoper—kit

200

Raspberry Pi Compute
Module 3 Lite (CM3L)

Compute module Raspberry Pi per scheda Balenafin

30

Arduino uno eth shield

e Operating voltage 5V (supplied from the Arduino Board)
e Ethernet Controller: W5500 with internal 32K buffer

e Connection speed: 10/100Mb

e Connection with Arduino on SPI port

21,50

Assembled Adafruit

HUZZAH32 — ESP32

Feather Board - with
Stacking Headers

240 MHz dual core Tensilica LX6 microcontroller with 600
DMIPS

Integrated 520 KB SRAM

Integrated 802.11b/g/n HT40 Wi-Fi transceiver, baseband, stack
and LWIP

Integrated dual mode Bluetooth (classic and BLE)

19,34




4 MByte flash include in the WROOM32 module

On-board PCB antenna

Ultra-low noise analog amplifier

Hall sensor

10x capacitive touch interface

32 kHz crystal oscillator

3 x UARTSs (only two are configured by default in the Feather
Arduino IDE support, one UART is used for bootloading/debug)
3 x SPI (only one is configured by default in the Feather Arduino
IDE support)

2 x 12C (only one is configured by default in the Feather Arduino
IDE support)

12 x ADC input channels

2 x 12S Audio

2 x DAC

PWM/timer input/output available on every GPIO pin
OpenOCD debug interface with 32 kB TRAX buffer

SDIO master/slave 50 MHz

SD card interface support

Max Resolution: 1080p

FoV: >=60°

ipcam 30 5
Formato generato MPEG
- Xiaomi Hualai Xiaofang 1080P Dual Lens Panoramic View Smart 55 40 1
P WIFI IP Camera Xiaomi Smart Home ’
Telecamera Panoramica Domestica
IP WiFi
. tipo Xiaomi Mijia o simili
39,16 1
pcam 1080P
PTZ
Tipo TP-Link TL-WR1043N V5
Reliable 450Mbps Wi-Fi for streaming and internet connectivity
anywhere*
switch/router gigabit 3 external 5dBi 40 1
4 Ethernet Ports
Compatibile OpenWrt
bobina 100 mt cavo 13 1
ethernet
CONN.ETTORE i Pacco da 50 connettori cavo ethernet da crimpare 7 1
di rete ethernet
Cavi USB-USB Cavo USB per connessione Raspberry Pi-Arduino 1 1 10
Arduino uno LCD 2x16
led compatible with Hitachi HD44780 driver 7 8
Esterno non shield
Nome famiglia di prodotti Robotics & CNC o simili
HMIRLEING Tipo di prodotto Servoazionamenti
815 Servo Driver - pocip 17,23 | 8

PWM/Servoazionamento

Interfacce 12C

Tensione di alimentazione, min. 3.4V




PCA9685 a 16 canalie a
12 bit, Adafruit

Tensione di alimentazione, max. 5V
Lunghezza 62.5 mm

Larghezza 25.4 mm

Altezza 3 mm

Peso 55¢g

step motor controller

Minimum operating voltage: 8V
Maximum operating voltage: 35V
Continuous current per phase: 1 A2
Maximum current per phase: 2 A3
Minimum logic voltage:3 V

A49213)8m$/’;erpc|:);:il;ﬂrotor Maximum logic voltage: 55V %43
Microstep resolutions: full, 1/2, 1/4, 1/8, and 1/16
Reverse voltage protection?: N
Bulk packaged?: N
Header pins soldered?: N4
Rated voltage : 5VDC Number of Phase 4 Speed Variation
Ratio 1/64 Stride Angle 5.625° /64 Frequency 100Hz DC
step motor tipo resistance 50Q+7%(25°C) Idle In-traction Frequency > 600Hz Idle
MIKROELEKTRONIKA Out-traction Frequency > 1000Hz In-traction Torque 705
STEP MOTOR 5V (28BYJ- | >34.3mN.m(120Hz) Self-positioning Torque >34.3mN.m Friction '
48-5V) torque 600-1200 gf.cm Pull in torque 300 gf.cm Insulated

resistance >10MQ(500V) Insulated electricity power
600VAC/1mA/1s Insulation grade A Rise in Temperature




